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Y- St ra | ner Comply to BS EN 1092-2

Main Features

Y-Strainer is used in piping systems to filter out

solid particles (dirt, rust, scale, debris) from the

flowing fluid.

» For water, sewerage and neutral liquids

» Temperature -10° to +90°

+ Working pressure up to 16 bar

* Fusion bonded epoxy coated blue RAL 5005
(min. 250 um DFT)

» Flanged end to BS EN1092-2 PN16

« Suitable for horizontal or vertical position with
flow going downward

L:3 No Part Material
nh-d 1 Body Ductile Iron
%_ 2 Screen SS304
%
— - 3 Washer SS304
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%- DN 5 Drain Plug SS304
6 O-ring EPDM
7 Bonnet Ductile Iron
8 O-ring EPDM
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size |FaC€10 | Loignt Flange dimension BS EN1092-2 PN16 Screen
Face Dimension
D(mm) K(mm) n-d(mm) Di(mm) C (mm)
80 310 200 @200 @160 8-019 @132 19 3.15 a2
100 350 225 @220 @180 8-019 156 19 4.25 a2
150 480 310 @285 @240 8-023 @211 19 4.25 a3
200 600 390 @340 @295 12-023 0266 20 7 a5
250 730 480 @405 @355 12-028 @319 22 7 a5
300 850 560 @460 @410 12-028 @370 24.5 7 a5
350 980 613 @520 @470 16-028 @429 26.5 7 a5
400 1100 691 @580 @525 16-031 @480 28 7 @5
450 1200 765 @640 @585 20-031 @548 30 7 a5
500 1250 850 a715 @650 20-034 @609 31.5 7 a5
600 1450 986 2840 a770 20-0937 @720 36 7 a5
Designs, materials and specifications shown are subject to change without notice due to our continuing program of product development.
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